
คุณสมบัติ 

่

สเปรยทําความสะอาดคราบตะกรันจากการเช่ือม "NABAKE" WS-80
Welding Slag Remove

 • ใชทําความสะอาดคราบตะกรับจากการเช่ือม

 •  ไมทําใหเกิดสนิม

 •  ทําใหแนวเช่ือมมีความสวยงาม

 •  ใชไดดีเม่ือชิ้นงานเช่ือมมีอุณหภูมิที่ 60°C

การใชงานการใชงาน

• ใชกําจัดคราบตะกรันที่เกิดจากการเชื่อม ทั้งจากเชื่อมก่ึงอัตโนมัติ และอัตโนมัติ ฯลฯ

ขอควรระวัง

 •  หามใชกับชิ้นงานที่ความรอนเกิน 200°C  เพราะอาจจะทําใหเกิดเปลวไฟขึ้น

หามสัมผัสโดยตรง ทั้งกับอาหาร ใบหนา และเก็บใหพนจากมือเด็ก และควรใช

อยางระมัดระวังเนื่องจากเปนวัตถุไวไฟ

• ไมสเปรยโดนเปลวไฟ

• ไมใชใกลแหลงกําเนิดความรอนเชนหมอน้ํา, เคร่ืองทําความรอนเตาหรืออุปกรณอื่น ๆ 

(รวมถึงเคร่ืองขยายเสียง) ที่มีความรอน

• หามเก็บในที่ที่มีอุณหภูมิเกิน 40°C

Features

• Excellent removal and exfoliation of welding slag • Excellent penetrability

• Noncorrosive to metal • Workability increase

 G d f  t t  B tt  l  f li ti  (3 ti  hi h )• Good surface state • Better slag exfoliation (3 times higher)

• No blow holes (in 2 Pass) • Good exfoliation with 

   metal temperature 60°C

Uses

Slag removal agent for manual welding, semi-automatic welding, automatic welding etc.Slag removal agent for manual welding, semi-automatic welding, automatic welding etc.

Aerosol 420ml/can, 20cans/Box


